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  Running Contract Details

 Equipment Name  Cryostat Type C

 Running Contract Valid Till  11-05-2023

 Tender Ref No  KMSCL/EP/T393/656C/2021

 Tendered Quantity  20

 Supplier Name  M/s Universal Agencies

 GST No  32AAAFU5662Q1ZQ

 Installation & Delivery Period  4 Week(s)

 Up-time / PM vist  95% & 0 Visits per year

 Warranty period  3 Years

  Supplier`s Details

 Address  Contact Details

 Palakkal Angadi
Thrissur-680001

 Contact Person Mr. Renjith Menon, Mr.Manoj kumar

 Phone  0487-2440319, 0487-2427031

 Mobile No 9072844272, 9447053244

 Email uniage.sales@gmail.com

  Item-wise Price Details

#  Item Details  Unit Rate
 (Incl.all taxes & charges)

 Service Charges
 (Through KMSCL)

 Grand Total

1  Cryostat Type C
 Model & Make : YD-3100/Jinhua YIDI Medical Appliance
Co.Ltd 

1001820
Incl.GST :18%

70127.4 1071947.4

1001820 70127.4 1071947.4

 Annual / Comprehensive Maintenance Charges (Exl.Tax)

 Rate  4th Year  5th Year  6th Year  7th Year  8th Year  9th Year  10th Year

 Cryostat Type C

Labour  3,000.00  3,000.00  3,500.00  3,500.00  4,000.00  4,500.00  4,500.00

Comprehensi
ve

 8,000.00  9,000.00  10,000.00  11,000.00  12,000.00  13,000.00  14,000.00

 

Other terms & conditions
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1. The supplier shall execute an agreement with the purchaser as per tender conditions (agreement format is given in the tender
document).

2. The supplier shall submit performance security amounting to 5% of the value of the supply order.

3. The labour & comprehensive charges of equipment after the completion of warranty period is finalized by KMSCL as mentioned
above.

4. Since discount rate is not applicable for equipment under Running Contract of KMSCL, purchase/supply order can be issued directly
to supplier at the given rate with tax & other charges (exclusive of KMSCL service charges).

5. If purchase/supply order is issued directly to the supplier, KMSCL service charge need not be paid. But the copy of the said order
may be forwarded to KMSCL for information.

Technical Specification

 Equipment :Cryostat Type C

1. Should have Ergonomic design and should be manufactured using numerically-controlled machine tools.
2. Should have specimen retraction function for the specimen from blade damage.
3. Should have a trim button for easy switching between trim and sectioning mode.
4. Should include a counting function for the number of sections and the total thickness.
5. Should have the cryogenic refrigeration system utilizes a forced cooling structure. The refrigeration chamber, freezing shelf,

blade holder, and specimen holder are cooled independently by a double compressor to enhance cooling performance and
increase cooling speed.

6. Should have imported R404A non-CFC refrigerants that are environment-friendly.
7. Should achieve the desirable sectioning temperature within 20 minutes after turning on the unit when using the fast cooling

mode.
8. Should have UV option which enables surface disinfection of harmful bacteria, viruses, and spores by using 35 min after each

use; it shall have low-voltage DC shadowless lamp.
9. Should have a semiconductor cooling function that can be turned on and off.

10. Should have an audible and removable glass door.
11. Should have two defrosting modes: time defrosting and manual defrosting.
12. Should have the microtome outside of the refrigeration chamber to avoid the effect of heat expansion and cold contraction, thus

minimizing the need for maintenance.
13. Should have a user-friendly intelligent operational interface and easy to learn and operate.
14. Should have an LCD screen which displays the number of sections and the total thickness, section thickness, specimen

retraction value, temperature setting, date, time, temperature and on/off, timer are all included on the main display.
15. Should have auto-sleep function results in longer compressor life: the cryo-chamber temperature automatically stays in a range

of -1 to -9°c under the sleep mode, and returns to the sectioning temperature within 15 minutes after cancelling the sleep mode.
16. Should have a keyboard locking function to avoid accidental miss operation.
17. Should have a mechanical hand-wheel lock ensure safe chamber access, 16 positions for locking.
18. Should have the red bar on the blade holder covers the whole length of the blade to protect the user and the push bar enables

easy changing of the blade.
19. Should have a large-size quick-freezing shelf which allows for the preparation of more number of specimens at the same time;

Two holes for semiconductor refrigeration.
20. Should have cleaning device for ease of cleaning the unit.
21. Should have specimen orientation: XY – 12°; Z – 360° adjustable at any orientations to ensure precise placement.
22. Should have self-detection function for the temperature sensor, can help to warn the failure on the temperature sensor.
23. Should have chamber temperature: from - 10°C ~ - 40°C.
24. Should have specimen head temperature: - 10°C ~ - 40°C.
25. Should have time to reach – 40°C of the quick-freeze shelf: 60 minutes.
26. Should have the lowest possible temperature of the Peltier element: - 45°C.
27. Should provide glue/reagent for specimen attachment to the microtome.
28. Should have the following accessories:

a. UPS
b. Disposable blade holder low/ high profile
c. A pack of low/high profile disposable blades.
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29. Should have a safety certificate from a competent authority CE / FDA (US) / STQC CB certificate / STQC S certificate or valid
detailed electrical and functional safety test report from ERTL. Copy of the certificate/test report shall be produced along with
the technical bid.
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